
Overview 
 
Mobile alarms as the GH1202 is a handheld device that sends a GPS 
position using the GSM network. The combination of user friendly 
functionality and battery capacity makes the small device useful for 
different types of alarming and warnings. Activating the alarm 
control provides a GPS position along with an alarm and that makes 
the unit suitable for assistance of people who's safety is put at risk. 
  

Mobile alarm is an attractive solution  
when peoples safety is put at risk. 

Standard functions 
 
  GPS, GSM, SMS, GPRS 
  Transmission of GPS via GSM 
  Alarm control 
  Status control 
  Emergency calls (112/911) 
  GSM, incoming 
  GSM, outgoing to predefined numbers 
  LED for status 
  GeoFence alarm when crossing a geographical area 
  Low battery indication by LED and SMS 
  Loudspeaker and vibrator 
  Configurable by PC or SMS 
  Charging battery from PC or mains supply 

Functions with  interVIEW  
 
 
  Alarms with GPS position are received in interVIEW 
  Show the GPS position on the interVIEW MAP 
  Pass on the GPS Alarm to a vehicle using interVIEW Fleet 
  Activities are logged in interVIEW alarm- and position log 
  Other functions available using interVIEW 
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Includes 
 
  Handheld GPS device model GH1202 
  Battery charger 
  CD with configuration software 
  USB cable for PC connection 
  Battery 
  User manual (English)  
  Screwdriver 
  Practical key lace 
 

Specifications 
 
General  
GPS receiver                              SiRF star III, 20 channels 
Internal GPS antenna              Patch 
GSM frequency (MHz)             900 / 1800 (US 850 / 1900) 
GSM, incoming                          Yes 
GSM, outgoing                           Yes,  up to 4 programmable numbers 
Voice call                                    Yes 
Vibration                                     Yes 
Push buttons available             5 
Keypad lock                                Yes 
Battery                                         1050 mAh (Li-ion) 
LED                                                3 LED for Battery, GSM, GPS / Alarm 
Weight                                         80 g. 
Dimensions (mm)                      92 x 44 x 18 
 
Data transmission 
GPRS (TCP/IP)                            Yes 
SMS                                             Yes 
Transmission of NMEA             USB (0183) 
PC connection                            Yes  
 
Configuration 
PC using USB connection         Yes 
Via SMS                                       Yes 
 
Other 
Working temp. recommended      0 to 50°C  
Maximum temp. range                   -20 to 60°C 
Recharging                                        230V mains power / USB 
Internal memory                              Yes, 1Mb 
 
Battery lifetime 


